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CMYB PPG Aqua11_02 REMAY 64043R (65194)
trim: 8.5x11  

Aquapon® 35 Polyamide-Epoxy Gloss 95-1 Series
Aquapon 35 is ideal for surfaces that require a chemical and abrasion 

resistant coating with superior hardness.  It is designed for use in heavy
industrial and commercial applications that are subject to splash, spills 

and strong chemical cleaners. A full range of colors are available using the
PPG Performacolor® tinting system.  

B E N E F I T S

•3.5 lbs/gal VOC

•Excellent chemical resistance

•Abrasion and mar resistant

•High gloss finish for 
maximum cleanability

•Spray, brush, roller application

•Virtually infinite color capability with
Performacolor® system

•Excellent performance on floors. 
95-1000/95-1010 may be used as a 
clear coating on properly prepared 
interior concrete floors
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Aquapon® 35 Polyamide-Epoxy Gloss

T E C H N I C A L  D A T A

Recommended Uses

Recommended for use in corrosive industrial 
environments where a tough, impact, abrasion 
and mar-resistant coating is needed. 

Gloss Level

Available in gloss (70+)

Dry Time@ 77 Degrees F. 

To Touch:    3 hours
To Handle:  6 hours  
To Recoat:  24 hours

Volume Solids 

53.6% +/- 2%* 

Weight Solids 

69.1% +/- 2%*

Mixed VOC

3.31 lbs./gal - 397 g/l*

* Product data calculated on mixed 95-1  

Recommended Wet and Dry Film Thickness

Wet Mils: 3.7 - 5.6 mils  
Dry Mils: 2.0 - 3.0 mils 

Coverage

286 - 430 sq. ft. per gallon theoretical at 
recommended DFT

Thinning

If necessary, thin with 97-725 or 97-735  
(low HAPS, extends potlife and curing time)

Mixing Instructions

Mix each component thoroughly before blending.  
Add "B" component to the correct "A" component and 
blend well using a mechanical mixer.  A 30-minute 
induction time is required once the two components 
are combined and mixed thoroughly.
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P R O D U C T  S E L E C T I O N  G U I D E

PRODUCT
DESCRIPTION

FIVE ONE
CODE GALLON GALLON

95-1 PORCELAIN WHITE COMPONENT A
95-3 LIGHT GRAY COMPONENT A
95-10* SAFETY RED COMPONENT A
95-12* SAFETY ORANGE COMPONENT A
95-13* SAFETY YELLOW COMPONENT A
95-98 READY MIX COMPONENT B
95-1000 NEUTRAL BASE COMPONENT A
95-1002 YELLOW BASE COMPONENT A
95-1010 NEUTRAL/YELLOW BASE COMPONENT B
95-1012 WHITE BASE COMPONENT A
95-1022 WHITE BASE COMPONENT B
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Chemical Resistance - Splash & Spillage

Aquapon 35 exhibits excellent resistance to the 
following types of chemicals. (This is a partial list.
Contact Technical Service for additional chemical
resistance information.)

Gasoline
Skydrol
Transmission Fluid
Methyl Isobutyl Ketone
Sulfuric Acid, 10%
Hydrochloric Acid, 10%
Nitric Acid, 10%
Sodium Hydroxide, 10%
Ammonia
Phosphoric Acid, 85%
Xylene

For strictly regulated VOC markets or the most current technical data, check
the technical data sheet on the website or phone number listed below.

* Available first quarter 2003


